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Models Match To Leading Transceiver IC’s.

Available In Standard & Extended Temperature.

Low Profile Surface Mount Packaging Designed For Hi-Temp Reflow Process (245 °C Peak).

For RoHS Compliance.

ELECTRICAL SPECIFICATIONS @ 25°C   -  Operating Temperature 0℃ to 70℃

Part
Number Turns  Ratio

+/-3% Pri Sec

AD0401D 1CT:1.26CT 0.7 1.0

Note : Isolation Voltage (HiPot) of 1500Vrms

 

Data subject to change without notice.Please contact Tag for assistance locating product specifications       

1-2 , 3-4 3.5 20 1

Open Oct
Inductance

Leakage
Inductance

Pins OCL(mH  min) Cw/w(pF  max) L/L(uH max)

 DCR
(Ω max)

Interwinding
Capacitance

NOTE.  DIMENSIONS:MM(INCHES)/UNLESS OTHERWISE SPECIFIED ALL TOLERANCES ARE ±0.25(0.010).

Primary

 

TTAAGG  TTEECCHHNNOO LLOO GGYY  CCOO ..,,  LLTTDD..  
TRANSFORMER FOR DIGITAL AUDIO DATA 

EKO TECH CO. LTD.
TRANSFORMER FOR DIGITAL AUDIO DATA



Data subject to change without notice.Please contact Tag for assistance locating product specifications       

AD0401D
DATE CODE1 3

2 4

AD0401D
MECHANICAL SPECIFICATIONS

AD0401D

 

TTAAGG  TTEECCHHNNOO LLOO GGYY  CCOO ..,,  LLTTDD..  
TRANSFORMER FOR DIGITAL AUDIO DATA 

EKO TECH CO. LTD.
TRANSFORMER FOR DIGITAL AUDIO DATA



Models Match To Leading Transceiver IC’s.

Available In Standard & Extended Temperature.

Low Profile Surface Mount Packaging Designed For Hi-Temp Reflow Process (245 °C Peak).

For RoHS Compliance.

ELECTRICAL SPECIFICATIONS @ 25°C   -  Operating Temperature 0℃ to 70℃

Part
Number Turns  Ratio

+/-3% Pri Sec

TD1001DR 1CT:2CT 0.7 1.1

Note : Isolation Voltage (HiPot) of 1500Vrms

 

Data subject to change without notice.Please contact Tag for assistance locating product specifications       

1-5 , 10-6 1.2 15 0.8

Open Oct
Inductance

Leakage
Inductance

Pins OCL(mH  min) Cw/w(pF  max) L/L(uH max)

 DCR
(Ω max)

Interwinding
Capacitance

NOTE.  DIMENSIONS:MM(INCHES)/UNLESS OTHERWISE SPECIFIED ALL TOLERANCES ARE ±0.25(0.010).

Primary

 

TTAAGG  TTEECCHHNNOOLLOOGGYY CCOO..,,
T1/CEPT/ISDN-PRI Transformer 



Data subject to change without notice.Please contact Tag for assistance locating product specifications       

TD10XXDX
MECHANICAL SPECIFICATIONS

TD1001DR

 

TTAAGG  TTEECCHHNNOOLLOOGGYY  CCOO..,,
T1/CEPT/ISDN-PRI Transformer 



Models Match To Leading Transceiver IC’s.

Available In Standard & Extended Temperature.

Low Profile Surface Mount Packaging Designed For Hi-Temp Reflow Process (245 °C Peak).

For RoHS Compliance.

ELECTRICAL SPECIFICATIONS @ 25°C   -  Operating Temperature 0℃ to 70℃

Part
Number Turns  Ratio

+/-3% 2-30MHz 60MHz 80MHz 1MHz 1-30MHz 30-60MHz

TB1201A 22CT:18CT/10CT:17CT -16 -12 -10 -55 -45 -40

Note : Isolation Voltage (HiPot) of 1500Vrms

 

Data subject to change without notice.Please contact Tag for assistance locating product specifications       

NOTE.  DIMENSIONS:MM(INCHES)/UNLESS OTHERWISE SPECIFIED ALL TOLERANCES ARE ±0.25(0.010).

Return Loss
(dB min)

 Crosstalk
(dB min)

60-100MHz

-33

 

TTAAGG  TTEECCHHNNOOLLOOGGYY  CCOO..,,
T1/CEPT/ISDN-PRI Transformer 



Data subject to change without notice.Please contact Tag for assistance locating product specifications       

TB1201A
MECHANICAL SPECIFICATIONS

TB1201A

 

TTAAGG TTEECCHHNNOOLLOOGGYY CCOO..,,
T1/CEPT/ISDN-PRI Transformer 

TB1201A
DATE CODE



Models Match To Leading Transceiver IC’s.

Available In Standard & Extended Temperature.

Low Profile Surface Mount Packaging Designed For Hi-Temp Reflow Process (245 °C Peak).

For RoHS Compliance.

ELECTRICAL SPECIFICATIONS @ 25°C   -  Operating Temperature 0℃ to 70℃

Part
Number Turns  Ratio

+/-3% Pri Sec

TD1601D 1CT:1CT 0.3 0.3

Note : Isolation Voltage (HiPot) of 1500Vrms

 

Data subject to change without notice.Please contact Tag for assistance locating product specifications       

 DCR
(Ω max)

Interwinding
Capacitance

NOTE.  DIMENSIONS:MM(INCHES)/UNLESS OTHERWISE SPECIFIED ALL TOLERANCES ARE ±0.25(0.010).

Primary Open Oct
Inductance

Leakage
Inductance

Pins OCL(uH  min) Cw/w(pF  max) L/L(uH max)

1-13,4-13,7-10 80 10 0.2

 

TTAAGG  TTEECCHHNNOOLLOOGGYY CCOO..,,
T1/CEPT/ISDN-PRI Transformer 



Data subject to change without notice.Please contact Tag for assistance locating product specifications       

TD1601D
MECHANICAL SPECIFICATIONS

TD1601D

 

TTAAGG  TTEECCHHNNOOLLOOGGYY CCOO..,,
T1/CEPT/ISDN-PRI Transformer 



Compliant With IEEE 802.3 standards including Baseline Wander Compensation

 specification of 350uH OCL when biased at 8mA from O°C to 70°C

S  ingle Channel Interface For 10/100Mbps Ethernet Applications with CMC’s tunedto enhance EMC system performance.

For RoHS Compliance.

ELECTRICAL SPECIFICATIONS @ 25°C   -  Operating Temperature 0℃ to 70℃

Part
Number

Insertion Loss
(dB max)

1-100Mhz 1-40MHz 50MHz 60MHz 60-80MHz 1-30MHz 60-100MHz 1-30MHz 60MHz 80-100MHz

MB1201A -1.1 -16 -13.1 -12 -12 -40 -35 -42 -35 -35

MD1201B -1.1 -16 -14.1 -12.5 -10 -40 -33 -40 -35 -28

MD1201BI -1.1 -16 -14.1 -12.5 -10 -40 -33 -40 -35 -28

MD1201D -1.1 -16 -14.1 -12.5 -10 -40 -33 -40 -35 -28

MD1201DI -1.1 -16 -14.1 -12.5 -10 -40 -33 -40 -35 -28

MD1202D -1.1 -16 -14.1 -12.5 -10 -40 -33 -40 -35 -28

MD1203BP -1.2 -16 -13 -12 -12 -45 -35 -37 -37 -37

MD1203D -1.2 -16 -14 -13 -12 -45 -35 -42 -35 -35

MD1203DP -1.2 -16 -14 -13 -12 -45 -35 -42 -35 -35

MD1204D -1.1 -16 -14.1 -12.5 -10 -40 -33 -40 -35 -28

MD1205D -1.1 -16 -14.1 -12.5 -10 -35.8 -28 -40 -35 -30

MD1205B -1.1 -16 -14.1 -12.5 -10 -35.8 -28 -40 -35 -30

MD1206DP -1.1 -16 -14.1 -12.5 -10 -35.8 -28 -40 -35 -30

MD1207A -1.1 -16 -13.1 -12 -12 -40 -40 -40 -40 -40

MB1208A -1.1 -16 -13.1 -12 -12 -40 -35 -42 -35 -35

MD1208B -1.1 -16 -13.1 -12 -12 -40 -35 -42 -35 -35

MD1209B -1.1 -16 -13.1 -12 -12 -40 -35 -42 -35 -35

Note : Isolation Voltage (HiPot) of 1500Vrms
     “I” with Extended Temperature(-40℃ to +85℃)
      “P” With PoE(720mA Current Capability)

Data subject to change without notice.Please contact Tag for assistance locating product specifications       

 Crosstalk
(dB min)

NOTE.  DIMENSIONS:MM(INCHES)/UNLESS OTHERWISE SPECIFIED ALL TOLERANCES ARE ±0.25(0.010).

Return Loss
(dB min)

CMRR
(dB min)

 

TTAAGG  TTEECCHHNNOO LLOO GGYY  CCOO ..,,  LLTTDD..  
10/100 BASE-T TRANSFORMER MODULES 



Data subject to change without notice.Please contact Tag for assistance locating product specifications       

NOTE.  DIMENSIONS:MM(INCHES)/UNLESS OTHERWISE SPECIFIED ALL TOLERANCES ARE ±0.25(0.010).

 

TTAAGG  TTEECCHHNNOO LLOO GGYY  CCOO ..,,  LLTTDD..  
10/100 BASE-T TRANSFORMER MODULES 

MECHANICAL SPECIFICATIONS
MD12XXDXX

MB12XXAXX

MD12XXD
DATE CODE

MB1201A
DATE CODE



Data subject to change without notice.Please contact Tag for assistance locating product specifications       

MD1201X/MB1201X

 

TTAAGG  TTEECCHHNNOO LLOO GGYY  CCOO ..,,  LLTTDD..  
10/100 BASE-T TRANSFORMER MODULES 

SCHEMATICS

MD12XXBXX

MD12XXB
DATE CODE

MECHANICAL SPECIFICATIONS



Data subject to change without notice.Please contact Tag for assistance locating product specifications       

MD1205X

MD1203X

MD1204X

MD1202X

 

TTAAGG  TTEECCHHNNOO LLOO GGYY  CCOO ..,,  LLTTDD..  
10/100 BASE-T TRANSFORMER MODULES 

SCHEMATICS



Data subject to change without notice.Please contact Tag for assistance locating product specifications       

MD1206X

 

TTAAGG  TTEECCHHNNOO LLOO GGYY  CCOO ..,,  LLTTDD..  
10/100 BASE-T TRANSFORMER MODULES 

SCHEMATICS

MD1207X

MD1208X MD1209X



Compliant With IEEE 802.3 standards including Baseline Wander Compensation

 specification of 350uH OCL when biased at 8mA from O°C to 70°C

S  ingle Channel Interface For 10/100Mbps Ethernet Applications with CMC’s tunedto enhance EMC system performance.

For RoHS Compliance.

ELECTRICAL SPECIFICATIONS @ 25°C   -  Operating Temperature 0℃ to 70℃

Part
Number

Insertion Loss
(dB max)

1-100Mhz 1-30MHz 40MHz 50MHz 60-80MHz 1-60MHz 60-100MHz 1-30MHz 60MHz 80-100MHz

MD1601D -1.1 -18 -16 -14.5 -12 -42 -35 -40 -35 -30

MD1602C -1.1 -18 -16 -14.5 -12 -42 -35 -40 -35 -30

MD1602CP -1.1 -18 -16 -14.5 -12 -42 -35 -40 -35 -30

MD1602D -1.1 -18 -16 -14.5 -12 -42 -35 -40 -35 -30

MD1603A -1.1 -18 -16 -14.5 -12 -42 -35 -40 -35 -30

MD1604B -1.0 -18 -16 -14.5 -12 -42 -35 -40 -35 -30

MD1605D -1.1 -18 -16 -14.5 -12 -42 -35 -40 -35 -30

MD1605DI -1.1 -18 -16 -14.5 -12 -42 -35 -40 -35 -30

MD1605F -1.0 -18 -14.4 -13.1 -12 -45 -40 -37 -37 -25

MD1606E* \ \ \ \ \ \ \ \ \ \

MD1607F -1.0 -18 -14.4 -13.1 -12 -45 -40 -37 -37 -25

MD1607D -1.1 -18 -16 -14.5 -12 -42 -35 -40 -35 -30

MC1607A -1.1 -18 -16 -14.5 -12 -42 -35 -35 \ \

MD1608F -1.1 -18 -16.5 -15.3 -12 -35 -27 -40 -35 -30

MD1609A -1.0 -16 -12 -12 -10 -42 -35 -40 -35 -30

MD1610D -1.1 -18 -16 -14.5 -12 -42 -35 -40 -35 -30

Note : Isolation Voltage (HiPot) of 1500Vrms

       “P” With PoE(720mA Current Capability)

       “＊”OCL:80~120uH Min  @ 100KHz,0.2V

       “I” with Extended Temperature(-40℃ to +85℃)

Data subject to change without notice.Please contact Tag for assistance locating product specifications       

Return Loss
(dB min)

CMRR
(dB min)

 Crosstalk
(dB min)

 

TTAAGG  TTEECCHHNNOO LLOO GGYY  CCOO ..,,  LLTTDD..  
10/100 BASE-T TRANSFORMER MODULES 



Compliant With IEEE 802.3 standards including Baseline Wander Compensation

 specification of 350uH OCL when biased at 8mA from O°C to 70°C

S  ingle Channel Interface For 10/100Mbps Ethernet Applications with CMC’s tunedto enhance EMC system performance.

For RoHS Compliance.

ELECTRICAL SPECIFICATIONS @ 25°C   -  Operating Temperature 0℃ to 70℃

Part
Number

Insertion Loss
(dB max)

1-100Mhz 1-30MHz 40MHz 50MHz 60-80MHz 1-60MHz 60-100MHz 1-30MHz 60MHz 80-100MHz

MD1611G -1.1 -18 -16 -14.5 -12 -42 -35 -40 -35 -30

MD1612G -1.1 -18 -16 -14.5 -12 -42 -35 -40 -35 -30

MD1613D -1.2 -18 -15 -15 -12 -40 -33 -35 -35 -35

MD1614D -1.2 -18 -15 -15 -12 -40 -33 -35 -35 -35

Note : Isolation Voltage (HiPot) of 1500Vrms

       “P” With PoE(720mA Current Capability)

       “＊”OCL:80~120uH Min  @ 100KHz,0.2V

       “I” with Extended Temperature(-40℃ to +85℃)

Data subject to change without notice.Please contact Tag for assistance locating product specifications       

Return Loss
(dB min)

 Crosstalk
(dB min)

CMRR
(dB min)

 

TTAAGG  TTEECCHHNNOO LLOO GGYY  CCOO ..,,  LLTTDD..  
10/100 BASE-T TRANSFORMER MODULES 



NOTE ：
           Pin 4&13 ， 5&12 CUT  OFF.

Data subject to change without notice.Please contact Tag for assistance locating product specifications       

NOTE.  DIMENSIONS:MM(INCHES)/UNLESS OTHERWISE SPECIFIED ALL TOLERANCES ARE ±0.25(0.010).

MECHANICAL SPECIFICATIONS

 

TTAAGG  TTEECCHHNNOO LLOO GGYY  CCOO ..,,  LLTTDD..  
10/100 BASE-T TRANSFORMER MODULES 

MD16XXD

MD16XXC\MD16XXCP

MD16XXD
  DATE CODE

MD16XXC
  DATE CODE



NOTE ：
          Pin 4&13 ， 8&9 CUT  OFF.

NOTE ：
           Pin 4&13 ， 5&12 CUT  OFF.

Data subject to change without notice.Please contact Tag for assistance locating product specifications       

NOTE.  DIMENSIONS:MM(INCHES)/UNLESS OTHERWISE SPECIFIED ALL TOLERANCES ARE ±0.25(0.010).

MECHANICAL SPECIFICATIONS

 

TTAAGG  TTEECCHHNNOO LLOO GGYY  CCOO ..,,  LLTTDD..  
10/100 BASE-T TRANSFORMER MODULES 

MD16XXAXX

MD1604B

MD1603A
  DATE CODE

MD1604B
  DATE CODE



NOTE ：
           Pin 2&15 ， 6&11 ， 8&9 CUT  OFF.

NOTE ：
          Pin 3&14 ， 6&11  CUT  OFF.

Data subject to change without notice.Please contact Tag for assistance locating product specifications       

NOTE.  DIMENSIONS:MM(INCHES)/UNLESS OTHERWISE SPECIFIED ALL TOLERANCES ARE ±0.25(0.010).

MECHANICAL SPECIFICATIONS

 

TTAAGG  TTEECCHHNNOO LLOO GGYY  CCOO ..,,  LLTTDD..  
10/100 BASE-T TRANSFORMER MODULES 

MD16XXF

MD1606E

MD16XXF
  DATE CODE

MD1606E
  DATE CODE



NOTE ：
          Pin 3&14 ， 6&11  CUT  OFF.

Data subject to change without notice.Please contact Tag for assistance locating product specifications       

NOTE.  DIMENSIONS:MM(INCHES)/UNLESS OTHERWISE SPECIFIED ALL TOLERANCES ARE ±0.25(0.010).

MECHANICAL SPECIFICATIONS

 

TTAAGG  TTEECCHHNNOO LLOO GGYY  CCOO ..,,  LLTTDD..  
10/100 BASE-T TRANSFORMER MODULES 

MD16XXG



Data subject to change without notice.Please contact Tag for assistance locating product specifications       

 

TTAAGG  TTEECCHHNNOO LLOO GGYY  CCOO ..,,  LLTTDD..  
10/100 BASE-T TRANSFORMER MODULES 

SCHEMATICS
MD1601D MD1602X\MD1602XX

MD1603A MD1604B



Data subject to change without notice.Please contact Tag for assistance locating product specifications       

 

TTAAGG  TTEECCHHNNOO LLOO GGYY  CCOO ..,,  LLTTDD..  
10/100 BASE-T TRANSFORMER MODULES 

SCHEMATICS
MD1605XXX MD1606XX

MD1607XXX MD1608XXX



Data subject to change without notice.Please contact Tag for assistance locating product specifications       

 

TTAAGG  TTEECCHHNNOO LLOO GGYY  CCOO ..,,  LLTTDD..  
10/100 BASE-T TRANSFORMER MODULES 

SCHEMATICS
MD1609XXX MD1610XX

MD1611XXX MD1612XXX



Data subject to change without notice.Please contact Tag for assistance locating product specifications       

 

TTAAGG  TTEECCHHNNOO LLOO GGYY  CCOO ..,,  LLTTDD..  
10/100 BASE-T TRANSFORMER MODULES 

SCHEMATICS
MD1613XXX MD1614XXX



Transformer Modules(10/100Base-Tx)For Auto MDI/MDIX Applications.

Compliant With IEEE 802.3 and ANSI X3.236 Standard Including Baseline Wander

Compensation Specification Of 350uH OCL When Biased at 8mA From 0℃ to 70℃.

Available In Through Hole Package.

For RoHS Compliance.

ELECTRICAL SPECIFICATIONS @ 25°C   -  Operating Temperature 0℃ to 70℃

Part
Number

Insertion Loss
(dB max)

1-100Mhz 1-30MHz 40MHz 50MHz 60-80MHz 1-60MHz 60-100MHz 1-30MHz 60MHz 80-100MHz

MB2001B -1.0 -18 -15 -13 -11 -38 -38 -40 -40 -40

MC2001A -1.0 -18 -14.4 -13.1 -12 -10 -43.5 -37.5 -33

MD2001D -1.1 -18 -14.4 -13.1 -12 -42 -33 -40 -35 -30

MD2001DI -1.1 -18 -14.4 -13.1 -12 -40 -38 -40 -35 -30

MD2002D -1.1 -18 -14.4 -13.1 -12 -40 -38 -40 -35 -30

MD2003D -1.1 -18 -14.4 -13.1 -12 -40 -38 -40 -35 -30

MD2004D -1.1 -18 -14.4 -13.1 -12 -42 -33 -40 -35 -30

MD2005D -1.1 -18 -16.5 -15.3 -12 -35 -27 -40 -35 -30

MC2005C -1.1 -18 -18 -18+12*LOG(f/30 -12 -12 -35  -33+20*LOG(f/30)

MC2006C -1.1 -18 -18 -18+12*LOG(f/30 -12 -12 -35  -33+20*LOG(f/30)

MB2006A -1.1 -18 -18 -16 -12 -35 -33 -30 -30 -30

MD2006A -1.1 -18 -18 -16 -12 -35 -33 -30 -30 -30

Note : Isolation Voltage (HiPot) of 1500Vrms

     “I” with Extended Temperature(-40℃ to +85℃)

Data subject to change without notice.Please contact Tag for assistance locating product specifications       

CMRR
(dB min)

 Crosstalk
(dB min)

Return Loss
(dB min)

 

TTAAGG  TTEECCHHNNOO LLOO GGYY  CCOO ..,,  LLTTDD..  
10/100 BASE-T TRANSFORMER MODULES 



Data subject to change without notice.Please contact Tag for assistance locating product specifications       

NOTE.  DIMENSIONS:MM(INCHES)/UNLESS OTHERWISE SPECIFIED ALL TOLERANCES ARE ±0.25(0.010).

]

MD20XXD
DATE CODE

MECHANICAL SPECIFICATIONS

 

TTAAGG  TTEECCHHNNOO LLOO GGYY  CCOO ..,,  LLTTDD..  
10/100 BASE-T TRANSFORMER MODULES 

MB20XXBXX

MECHANICAL SPECIFICATIONS
MD20XXD

]

MB20XXBXX
DATE CODE



Data subject to change without notice.Please contact Tag for assistance locating product specifications       

NOTE.  DIMENSIONS:MM(INCHES)/UNLESS OTHERWISE SPECIFIED ALL TOLERANCES ARE ±0.25(0.010).

MECHANICAL SPECIFICATIONS

 

TTAAGG  TTEECCHHNNOO LLOO GGYY  CCOO ..,,  LLTTDD..  
10/100 BASE-T TRANSFORMER MODULES 

MB2006A/MD2006A

MECHANICAL SPECIFICATIONS

]

MX20XXA
DATE CODE

MC2001A

]

MC2001A
DATE CODE



Data subject to change without notice.Please contact Tag for assistance locating product specifications       

SCHEMATICS
MX2001XXX

SCHEMATICS
MD2003XXX MD2004XXX

MD2002XXX

 

TTAAGG  TTEECCHHNNOO LLOO GGYY  CCOO ..,,  LLTTDD..  
10/100 BASE-T TRANSFORMER MODULES 



Data subject to change without notice.Please contact Tag for assistance locating product specifications       

SCHEMATICS
MD2005XXX MX2006XXXX

 

TTAAGG  TTEECCHHNNOO LLOO GGYY  CCOO ..,,  LLTTDD..  
10/100 BASE-T TRANSFORMER MODULES 

SCHEMATICS



Designed To Meet IEEE802.3 And ANSI X3.263 Standards.

Compliant With IEEE802.3 ab Standard For 100Base-T.

Supports 4 Pairs Of Category 5 UTP Cable.

For RoHS Compliance.

ELECTRICAL SPECIFICATIONS @ 25°C   -  Operating Temperature 0℃ to 70℃

Part
Number

Insertion Loss
(dB max)

1-100Mhz 1-30MHz 60-80MHz 100MHz 1-30MHz 60MHz 100MHz 1-30MHz 60MHz 100MHz

MC2401DP -1.1 -18 -12 -10 -40 -35 -30 -40 -35 -30

Note : Isolation Voltage (HiPot) of 1500Vrms

       “P” With POE(720mA Current Capability)

Data subject to change without notice.Please contact Tag for assistance locating product specifications       

Return Loss
(dB min)

NOTE.  DIMENSIONS:MM(INCHES)/UNLESS OTHERWISE SPECIFIED ALL TOLERANCES ARE ±0.25(0.010).

CMRR
(dB min)

 Crosstalk
(dB min)

 

TTAAGG  TTEECCHHNNOO LLOO GGYY  CCOO ..,,  LLTTDD..  
10/100 BASE-T TRANSFORMER MODULES 

MECHANICAL SPECIFICATIONS
MC24XXDX

MC24XXDX
DATE CODE



Data subject to change without notice.Please contact Tag for assistance locating product specifications       

 

TTAAGG  TTEECCHHNNOO LLOO GGYY  CCOO ..,,  LLTTDD..  
10/100 BASE-T TRANSFORMER MODULES 

SCHEMATICS
MC2401XX



Magnetic Designs To Support Every PHY.

Complies With IEEE802.3 Standard Including 350uH Min OCL With 8mA Bias.

Storage Temperature Range:-25℃ to +125℃.

For RoHS Compliance.

ELECTRICAL SPECIFICATIONS @ 25°C   -  Operating Temperature 0℃ to 70℃

Part
Number

Insertion Loss
(dB max)

1-100Mhz 1-30MHz 40MHz 50MHz 60-80MHz 1-30MHz 60-100MHz 1-30MHz 60MHz 80-100MHz

MB4001C -1.1 -16 -16 -14.1 -10 -42 -33 / / /

MD4001D -1.1 -18 -14.4 -13.1 -12 -42 -33 -40 -35 -30

MD4001A -1.1 -16 -16 -14.1 -10 -42 -33 / / /

MD4002A -1.1 -18 -14.4 -13.1 -12 -42 -33 -40 -35 -30

MC4002B -1.1 -18 -14.4 -13.1 -12 -42 -33 -40 -35 -30

MD4003A -1.1 -16 -16 -14.1 -10 -42 -33 / / /
MD4004A -1.1 -16 -16 -14.1 -10 -42 -33 / / /

Note : Isolation Voltage (HiPot) of 1500Vrms

Data subject to change without notice.Please contact Tag for assistance locating product specifications       

CMRR
(dB min)

 Crosstalk
(dB min)

Return Loss
(dB min)

NOTE.  DIMENSIONS:MM(INCHES)/UNLESS OTHERWISE SPECIFIED ALL TOLERANCES ARE ±0.25(0.010).

MD4001D
DATE CODE

 

TTAAGG  TTEECCHHNNOO LLOO GGYY  CCOO ..,,  LLTTDD..  
10/100 BASE-T TRANSFORMER MODULES 

MECHANICAL SPECIFICATIONS
MD4001D



Data subject to change without notice.Please contact Tag for assistance locating product specifications       

NOTE.  DIMENSIONS:MM(INCHES)/UNLESS OTHERWISE SPECIFIED ALL TOLERANCES ARE ±0.25(0.010).
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MECHANICAL SPECIFICATIONS
MD40XXA

MC4002B

MC4002B
DATE CODE

MD40XXA
DATE CODE



Data subject to change without notice.Please contact Tag for assistance locating product specifications       

NOTE.  DIMENSIONS:MM(INCHES)/UNLESS OTHERWISE SPECIFIED ALL TOLERANCES ARE ±0.25(0.010).
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MECHANICAL SPECIFICATIONS
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MB4001C
DATE CODE
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SCHEMATICS
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SCHEMATICS
MD4003X

MD4003X



Magnetic Designs To Support Every PHY.

Complies With IEEE 802.3 Standard Including 350uH OCL With 8mA Bias.

Operating Temperature Range: 0°C to +70°C.

For RoHS Compliance.

ELECTRICAL SPECIFICATIONS @ 25°C   -  Operating Temperature 0℃ to 70℃

Part
Number

Insertion Loss
(dB max)

1-100MHz 1-30MHz 40MHz 50MHz 60-80MHz 1-30MHz 60-100MHz 1-30MHz 60MHz 80-100MHz

MD5001D -1.1 -18 -14.4 -13.1 -12 -42 -33 -40 -35 -30

MD5002D -1.1 -18 -14.4 -13.1 -12 -42 -33 -40 -35 -30

MB5001A -1.1 -18 -14.4 -13.1 -12 -42 -33 -40 -35 -30

Note : Isolation Voltage (HiPot) of 1500Vrms

Data subject to change without notice.Please contact Tag for assistance locating product specifications       

Return Loss
(dB min)

CMRR
(dB min)

 Crosstalk
(dB min)
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Data subject to change without notice.Please contact Tag for assistance locating product specifications       

NOTE.  DIMENSIONS:MM(INCHES)/UNLESS OTHERWISE SPECIFIED ALL TOLERANCES ARE ±0.25(0.010).

MD5001D
DATE CODE

MD5001D\MD5002D
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MECHANICAL

MB5001A

MB5001A
DATE CODE
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Magnetic Designs To Support Every PHY.

Complies With IEEE802.3 Standard Including 350uH Min OCL With 8mA Bias.

Storage Temperature Range:-25℃ to +125℃.

For RoHS Compliance.

ELECTRICAL SPECIFICATIONS @ 25°C   -  Operating Temperature 0℃ to 70℃

Part
Number

Insertion Loss
(dB max)

1-100Mhz 1-30MHz 40MHz 50MHz 60-80MHz 1-30MHz 60-100MHz 1-30MHz 60MHz 80-100MHz

MC4801D -1.0 -18 -14.4 -13.1 -12 -40 -30 -40 -35 -30

MC4801DP -1.0 -18 -14.4 -13.1 -12 -40 -30 -40 -35 -30

Note : Isolation Voltage (HiPot) of 1500Vrms
       “P” With POE(720mA Current Capability)

Data subject to change without notice.Please contact Tag for assistance locating product specifications       

CMRR
(dB min)

 Crosstalk
(dB min)

Return Loss
(dB min)

NOTE.  DIMENSIONS:MM(INCHES)/UNLESS OTHERWISE SPECIFIED ALL TOLERANCES ARE ±0.25(0.010).

MC48XXD
DATE CODE
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SCHEMATICS



Magnetic Designs To Support Every PHY.

Complies With IEEE802.3 Standard Including 350uH Min OCL With 8mA Bias.

Storage Temperature Range:-25℃ to +125℃.

For RoHS Compliance.

ELECTRICAL SPECIFICATIONS @ 25°C   -  Operating Temperature 0℃ to 70℃

Part
Number

Insertion Loss
(dB max)

1-100Mhz 1-30MHz 40MHz 50MHz 60-80MHz 100MHz 30MHz 60MHz 100MHz 30MHz 60MHz 100MHz

MC7201C -1.0 -18 -14.4 -13.1 -12 -10 -40 -35 -30 -40 -35 -30

MD7202D -1.0 -18 -15 -13 -13 -10 -40 -35 -30 -40 -35 -30

Note : Isolation Voltage (HiPot) of 1500Vrms

Data subject to change without notice.Please contact Tag for assistance locating product specifications       

CMRR
(dB min)

 Crosstalk
(dB min)

Return Loss
(dB min)
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Data subject to change without notice.Please contact Tag for assistance locating product specifications       

NOTE.  DIMENSIONS:MM(INCHES)/UNLESS OTHERWISE SPECIFIED ALL TOLERANCES ARE ±0.25(0.010).

MECHANICAL SPECIFICATIONS
MC7201C

MD7202D
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SCHEMATICS
MC7201C

MD7202D
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Designed To Meet IEEE802.3 And ANSI X3.263 Standards.

Compliant With IEEE802.3 ab Standard For 1000Base-T.

Supports 4 Pairs Of Category 5 UTP Cable.

For RoHS Compliance.

ELECTRICAL SPECIFICATIONS @ 25°C   -  Operating Temperature 0℃ to 70℃

Part
Number

Insertion Loss
(dB max)

1-100Mhz 1-30MHz 40MHz 50MHz 60-80MHz 100MHz 1-30MHz 60MHz 100MHz 1-30MHz 30-60MHz 60-125MHz

GD1801D -1.1 -18 -14 -13.1 -12 -10 -40 -35 -30 -40 -35 -30

GC1801A -1.1 -18 -14 -13.1 -12 -10 -40 -35 -30 -40 -35 -30

GC1801AI -1.1 -18 -14 -13.1 -12 -10 -40 -35 -30 -40 -35 -30

GC1802A -1.1 -15 -13 -13 -11 -11 -40 -35 -30 -30 -25 -20

GC1803A -1.1 -18.5 -14 -13 -12 -11 -35 -33 -31 -38 -35 -30

GC1804A -1.1 -18 -14 -13.1 -12 -10 -40 -35 -30 -40 -35 -30

Note : Isolation Voltage (HiPot) of 1500Vrms
     “I” with Extended Temperature(-40℃ to +85℃)

Data subject to change without notice.Please contact Tag for assistance locating product specifications       

 Crosstalk
(dB min)

Return Loss
(dB min)

NOTE.  DIMENSIONS:MM(INCHES)/UNLESS OTHERWISE SPECIFIED ALL TOLERANCES ARE ±0.25(0.010).

CMRR
(dB min)

GD1801D

DATE CODE

PIN1
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MECHANICAL SPECIFICATIONS
GD1801D

EKO TECH CO. LTD.
TRANSFORMER FOR DIGITAL AUDIO DATA

EKO TECH CO. LTD.
100/1000 BASE-T TRANSFORMER MODULES



Data subject to change without notice.Please contact Tag for assistance locating product specifications       

GD1801X\GC1801X\GC1801XX
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GC18XXA\GC18XXAI
MECHANICAL SPECIFICATIONS

GC18XXA
DATE CODE

PIN1

SCHEMATICS

EKO TECH CO. LTD.
TRANSFORMER FOR DIGITAL AUDIO DATA

EKO TECH CO. LTD.
100/1000 BASE-T TRANSFORMER MODULES



Data subject to change without notice.Please contact Tag for assistance locating product specifications       

GC1803A
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SCHEMATICS
GC1802A

EKO TECH CO. LTD.
TRANSFORMER FOR DIGITAL AUDIO DATA

EKO TECH CO. LTD.
100/1000 BASE-T TRANSFORMER MODULES



Data subject to change without notice.Please contact Tag for assistance locating product specifications       
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SCHEMATICS
GC1804A

EKO TECH CO. LTD.
TRANSFORMER FOR DIGITAL AUDIO DATA

EKO TECH CO. LTD.
100/1000 BASE-T TRANSFORMER MODULES
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